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	Partial Plat – Section II.B.
	
	

	 FORMCHECKBOX 
 Preliminary Plat Requirements – Subdivision Ordinance 
	
	

	Section IV. B. 2. b. (1) (a)  Proposed name of subdivision.
	
	

	Section IV. B. 2. b. (1) (b) Legal description of subdivision, including the 

name of the county and surveying abstract number.
	
	

	Section IV. B. 2. b. (1) (c) The number of lots, blocks, and reserves and the total acreage in the title block. 
	
	

	Section IV. B. 2. b. (1) (d) Name and address of owner. If owner is a company or corporation, name of the principal officer or owner of the entity responsible for the subdivision must be given.
	
	

	Section IV. B. 2. b. (1) (e) Name of the registered professional engineer and/or registered public surveyor responsible for the survey and design. If different from the surveyor of the boundary, so indicate.
	
	

	Section IV. B. 2. b. (2) The scale must be drawn numerically and graphically shown on the plat. Graphic scale of 100 feet to the inch or larger.
	
	

	Section IV. B. 2. b. (3) A north arrow (true or magnetic indicated on the plat) shall be provided on the plat.  North shall be oriented to the top of the plat if possible, or at left side.
	
	

	Section IV. B. 2. b. (4) The date on which the plat was drawn shall be indicated on the plat. Each revision shall bear a new date. (month, day and year)
	
	

	Section IV. B. 2. b. (5) Key map or vicinity map, preferably in the top, right corner of the plat, showing orientation of the area being subdivided in relation to adjacent areas and principal streets. The suggested scale of the vicinity map is one inch equals two thousand feet and shall be oriented in the same direction as the detailed subdivision drawing.
	 
	

	Section IV. B. 2. b. (6) Location and length of boundary lines.
          1. Area to be subdivided drawn in heavy lines with overall dimensions and bearings.

          2. Lines outside of boundaries shall be dashed.

          3. An accurate location of the subdivision should be provided by reference to a well‑established survey or league corner, subdivision corner, or other known point.
	
	

	Section IV. B. 2. b. (7) The width, depth, and location of all lots. Lot, block, and section numbers shall be placed consecutively. 
	
	

	Section IV. B. 2. b. (8) All restricted reserves (HOA parks/facilities/sites, landscape amenities, parkland dedication, and utilities) shall be labeled with the acreage shown. Only the definitions of restricted reserves given in the article shall be used. Those reserves shall require additional action by the commission prior to development as a residential lot. 
	
	

	Section IV. B. 2. b. (9) Describe the subdivision by metes and bounds. 
	
	

	Section IV. B. 2. b. (10) Street names shall not be duplicated in the city.
	
	

	Section IV. B. 2. b. (11) The location and width of existing and proposed streets (public and private ) within the subdivision and immediately adjacent to it shall be shown, measured at right angles, or radially when curved. 
	
	

	Section IV. B. 2. b. (12) The alignment of proposed streets with existing city streets. 
	
	

	Section IV. B. 2. b. (13) Street design dimensions or a reference to the minimum standards for tangents, arcs, radii, etc. 
	
	

	Section IV. B. 2. b. (14) Name, location, width, and purpose of all existing and proposed easements. 
	
	

	Section IV. B. 2. b. (15) Existing and proposed utilities on and adjacent to the tract up to a distance of 200 feet. Sizes of existing utilities and the proposed junctions with the existing system shall be shown. 
	
	

	Section IV. B. 2. b. (16) Vertical control monuments are to have half-mile maximum spacing. All elevations, based on current National Geodetic Survey, will be registered with the city engineer upon plat submittal. 
	
	

	Section IV. B. 2. b. (17) Contours with intervals of one‑half foot, referred to sea level (U.S. Coast and Geodetic Survey Data) as required to show at least two contours within the subdivision in addition to those necessary to clearly show outfall drainage. Identify basis of control and temporary benchmark set within the subdivision.
	
	

	Section IV. B. 2. b. (18) Special Flood Hazard Areas. A statement shall be included on the face of the plat that the property does or does not lie within a special flood hazard area. Also, the location of special flood hazard boundaries shall be indicated upon the face of the plat where the boundary divides the subdivision area. 
	
	

	Section IV. B. 2. b. (19) Names of subdivisions, streets, watercourses, pipelines, and easements up to a distance of 200 feet. If adjacent property has been subdivided into residential lots, adjacent individual lot addresses will be shown. If adjacent property is acreage, adjacent property ownership will be shown. 
	
	

	Section IV. B. 2. b. (20) Additional land in the area adjacent to the subdivision in which the applicant has legal interest. 
	
	

	Section IV. B. 2. b. (21) The name of the subdivision, street names, title block information, special notes, dedication and notary statements, and ownership certificate language are subject to review and acceptance by the city. 
	
	

	Section IV. B. 2. b. (22) the applicable row(s), column(s), and notes from the Regulation Matrix per Appendix C, Zoning Ordinance. 
	 
	

	 FORMCHECKBOX 
 Public and private local streets
	
	

	Section VI. A.1. a. Provide for adequate vehicular access to all properties within a subdivision’s plat boundaries. All lots, tracts and reserves shall have frontage on an approved public right-of-way or access easement.
	
	

	Section VI. A.1. b. Provide adequate street connections to adjacent properties to ensure adequate traffic circulation within the general area.
	
	

	Section VI. A.1. c. Provide a local street system serving properties to be developed for residential purposes which discourages through traffic while maintaining sufficient access and traffic movement for convenient circulation within the subdivision and access by fire, police, and other emergency services.
	
	

	Section VI. A.1. d. Provide a sufficient number of continuous streets and major thoroughfares, particularly in those areas designated for the development of multifamily residential, commercial and industrial land uses, to accommodate the increased traffic demands generated by these land uses.
	
	

	Section VI. A.1. e. When necessary to continue the neighborhood pattern for adjacent developments, existing streets in the adjoining areas shall be continued and shall be at least as wide as such existing streets in alignment therewith, but in no case narrower than required by current regulation.  Centerline offset shall be a minimum of 125 feet.  Greater centerline offsets may be required by the commission when necessary for traffic safety.
	
	

	Section VI. A.1. f. When adjoining areas are not subdivided, the commission may require the arrangement of streets in the subdivision to make provisions for the proper projection of streets into such unsubdivided areas.
	
	

	Section VI. A.1. g. Street intersections shall be as nearly at right angles as practical giving due regard to terrain, topography, sight distances and safety.
	
	

	Section VI. A.1. h. Private streets, where allowed, shall meet all the  

requirements set forth for public streets, including, but not limited to construction standards, width, curves, sight distance visibility and function, and all other design criteria and specifications, and shall be privately maintained to those standards.
	
	

	Section VI. A.1. i. Points of access. Developments of one- or two-family dwellings where the number of dwelling units exceeds 30 shall be provided with separate and approved fire apparatus roads and shall meet the requirements of Section D104.3 of the 2000 International Fire Code. Exceptions: 

(1) Where there are 30 or fewer dwelling units on a single public or private access way and all dwelling units are protected by approved residential sprinkler systems, access from two directions shall not be required. 
(2) The number of dwelling units on a single fire apparatus access road shall not be increased unless fire apparatus access roads will connect with future development, as determined by the fire marshal. 
	
	

	 FORMCHECKBOX 
 Collector streets generally 
	
	

	Section VI. B. 1. There shall be a minimum of one point of access from a collector street into a subdivision or subdivision phase, up to a maximum of 75 platted lots.  There shall be a minimum of two points of access into a subdivision or subdivision phase from a collector street for subdivisions in excess of 75 platted lots. In the case of phased construction, each phase should meet this requirement, but in no case shall there be less than one access per 75 platted lots.
	
	

	Section VI. B. 2.  A collector street may be a new or existing street built to current collector street standards for right-of-way width and pavement width, or an existing street built to past standards but which by definition currently functions as a collector street.
	
	

	Section VI. B. 3.  No subdivision can connect to a collector street 

through another subdivision unless each is part of a planned, phased subdivision development.  In such cases, the commission may require such through streets to have additional right-of-way width and paving width, in keeping with A.1.e. to promote better traffic flow.
	
	

	Section VI. B. 4. All lots in a subdivision must be within 750 feet of an intersection on a street within a subdivision that leads to a collector street, but the commission may approve a greater distance in keeping with the considerations for increased cul-de-sac lengths and block lengths. 
	
	

	Section VI. B. 5. The commission may permit an isolated, stand-alone subdivision to connect to a collector street by way of a new street not built to collector standards if such street is within the plat boundaries of the subdivision.
	
	

	Section VI. B. 6. Due to existing conditions on the land being platted, such as the existence of pipelines, bodies of water, 100-year floodplain, etc., the commission may require additional points of access from a collector street to protect health, safety, and welfare.
	
	

	 FORMCHECKBOX 
 Major thoroughfares and arterial streets
	
	

	Section VI. C. 1. Street classification, location, and alignment shall be in accordance with the thoroughfare plan and finally determined by the commission.
	
	

	Section VI. C. 2. Right-of-way width and transitions. The width of the right-of-way to be dedicated for any designated or proposed thoroughfare or collector street shall be in conformance with the thoroughfare plan. In those instances where the proposed subdivision is located contiguous to an existing thoroughfare or collector street having a right-of-way less than that required by the thoroughfare plan, sufficient additional right-of-way must be dedicated to bring the right-of-way width in conformance with the plan.  The minimum right-of-way width required for the development of a designated or proposed thoroughfare or collector street must be of sufficient width to accommodate the approved roadway pavement and attendant drainage and utility facilities.
	
	

	Section VI. C. 3. Curves and intersections. Curves proposed for the right-of-way of designated thoroughfares and collector streets shall be in conformance with the current design criteria. Reverse curves must be separated by a tangent distance of not less than one hundred feet. Intersections with public and/or private streets shall be at right angles but may vary upon approval of the commission after due regard for terrain, topography, sight distances and safety.  Where acute angles are approved, a radius of at least 25 feet in the right-of-way line in the acute corner must be provided.
	
	

	 FORMCHECKBOX 
 Buffering major thoroughfares
	
	

	Section VI. D. 1. Where a subdivision abuts or contains an existing or proposed arterial street, the commission may require marginal access streets, reverse frontage with screen planting contained in non-access reservation along the rear property line, deep lots with rear service alleys, or such other treatment as may be necessary for adequate protection of residential properties and to afford separation of through and local traffic.  If landscaping or berming is used as a buffer between the major thoroughfare and the residential property uses, the subdivider shall provide a ten-foot landscape easement along the major thoroughfare according to the major thoroughfare plan and shall construct sidewalks thereon in accordance with this chapter and the current design criteria.
	
	

	Section VI. D. 2. Reserve strips controlling access to streets shall be prohibited except where their control is definitely placed in the city under conditions approved by the commission.
	
	

	Section VI. D. 3. a. Residential developments not facing a Community Overlay District thoroughfare shall be required to install a visual barrier to a minimum mature height of six feet as measured from the finished grade. The barrier shall be set back from the street right-of-way line by a minimum of 10 feet. Various materials may be utilized, including landscaped earth berms, provided the materials are durable and require low maintenance. Detailed information and visual representations of the proposed barrier shall be provided. 
	
	

	Section VI. D. 3. b. Trees shall be planted adjacent to the barrier, on the COD thoroughfare side, at intervals of 25 feet, with one-half having a minimum caliper of four inches and one-half having a minimum caliper of two inches. Existing qualified trees may be counted toward fulfillment of this requirement, provided that the size, species, and guaranteed duration shall meet the criteria of the landscaping section of this appendix. (Clustering of trees shall be permitted, provided, however, clustering shall not reduce the number of required trees, and trees shall not be clustered so as to lessen the survival rate of other trees.) 
	
	

	Section VI. D. 4. Street right-of-way widths shall be as shown in the general plan for the city, and where not shown therein shall be not less than as follows:

Street Type                        Minimum ROW width

Major Thoroughfare               120 feet

Collector                                  80 feet

Minor (private and public)        60 feet

Commercial Streets                 80 feet

Boulevards                             100 feet
	
	

	 FORMCHECKBOX 
 Partial or half streets
	
	

	Section VI. E. Half streets shall be prohibited, except where essential to the reasonable development of the subdivision in conformity with other requirements of these regulations, and where the commission finds it will be practicable to require the dedication of the other half when the adjoining property is subdivided, the other remaining half of the street shall be platted within such subdivision, in accordance with section II. Appropriate notations and one-foot reserve must be placed upon the plat restricting access from any partial or half streets so dedicated to adjacent acreage tracts until the adjacent property is subdivided in a recorded plat and the additional right-of-way is acquired providing the full right-of-way as specified in this appendix.
	
	

	 FORMCHECKBOX 
 Street names 
	
	

	Section VI. D. F. Proposed street names shall be submitted to and approved by the planning and zoning commission. Proposed streets, which are in alignment with others existing and named, shall conform to the names of the existing streets. Street names cannot be duplicated. Prior to plat approval, the applicant shall submit a list in alphabetical order of all streets within each section of the proposed subdivision. 
	
	

	 FORMCHECKBOX 
 One foot reserves
	
	

	Section VI. H. One foot reserves. In those instances where any public street is established in a plat submitted to the commission and where such street forms a stub street into adjacent acreage or where such street lies along the parallel with the plat boundary and adjacent to acreage, a one-foot wide reserve must be established within the street right-of-way to form a buffer strip, dedicated to the public, between the public street right-of-way and the adjacent unsubdivided acreage, to prevent access to this public street from the adjacent unsubdivided acreage unless and until the commission has had an opportunity to review the development proposals for such adjacent acreage, and a plat of the adjacent property is duly recorded.  The conditions associated with the establishment of a one-foot reserve on a plat are contained in the following notation which must be placed upon the face of any plat where a one-foot reserve is to be established:

“One foot reserve dedicated to the public in fee as a buffer separation between the side or end of streets where such streets abut adjacent acreage tracts, the condition of such dedication being that when the adjacent property is subdivided in a recorded plat, the one foot reserve shall thereupon become vested in the public for street right-of-way purposes and the fee title thereto shall revert to and revest in the dedicator, his heirs, assigns or successors.”
	
	

	 FORMCHECKBOX 
 Cul-De-Sacs
	
	

	Section VI. I. 1. Length. The length of cul-de-sacs shall not be longer than 750 feet. In cases where proposed subdivisions are surrounded by  

existing development which precludes compliance with block length 

standards, the commission may approve the creation of cul-de-sac 

streets which exceed 750 feet in length if the turnaround complies 

with the current design criteria and the subdivider can establish that 

lots fronting thereon will not, as a result of the length of such street, 

be deprived of a level of public services which would otherwise be 

afforded to lots on cul-de-sac streets of 750 feet or less. In considering any such application, the commission shall consider measures which would ensure:

          (a)   Adequate water pressure for potable water needs and 

                 firefighting capabilities;

          (b)   The ability of the city to timely provide emergency services; and

          (c)   That traffic hazards and traffic congestion is not created due to density or number of lots. In achieving these measures, the commission may require the use of medians, larger lot 

                 dimensions, or other alternative solutions deemed appropriate by the commission as may be necessary to satisfy the intent of this paragraph. Each application for an extended dead end cul- de-sac street shall be considered on an individual case-by-case basis, and depending on the particular circumstances surrounding the property in question.
	
	

	Section VI. I. 2. The proposed cul-de-sac right-of-way and pavement radii shall comply with the requirements of the current design criteria.
	
	

	Section VI. I. 3. Temporary turnarounds are to be used where curb and gutter is not installed at the end of the street more than 400 feet long that will be extended in the future and noted thus: “Crosshatched area in temporary easement for turnaround until street is extended (direction) in a recorded plat.”
	
	

	 FORMCHECKBOX 
  Sidewalks 
	
	

	Section VI. J. Sidewalks are required along all streets. See exceptions. 
Standard Plat Note #1
	
	

	 FORMCHECKBOX 
  Blocks
	
	

	Section VI. K. 1. The lengths, widths, and shape of blocks shall be 

determined with due regard to:

          a.   Provision of adequate building sites suitable to the special 

                  needs of the type of use contemplated.

          b.   Requirements as to lot sizes and dimensions.

          c.   Need for convenient access, circulation, control and safety of 

                  street traffic.

          d.   Limitations and opportunities of topography.
	
	

	Section VI. K. 2. Block lengths (measured along the block-face from 

intersection to intersection between the nearest two streets, or from  

center of the cul-de-sac radius to the nearest street intersection).

          a.   Minimum block length shall be not less than 300 feet, except for cul-de-sacs which shall have no minimum length.

          b.   Maximum block length for residential: 1,200 feet. (See subsection g of this section for cul-de-sacs)
          c.   Maximum block length along a major thoroughfare: 1,600 feet, except under special conditions and upon approval of the    commission.
	
	

	Section VI. K. 3. The commission may approve the creation of blocks which exceed the maximum length if the subdivider can establish that lots fronting thereon will not, as a result of the length of such street, be 

deprived of a level of public services which would otherwise be afforded to lots on blocks that do not exceed the maximum length.  In considering any such application, the commission shall consider 

measures which would ensure:

a. Adequate water pressure for potable water needs and firefighting capabilities;

b.   The ability of the city to timely provide emergency services;
          c.  That a traffic hazard and/or traffic congestion is not created due to density or number of lots; and
e.   Alignment of any street with a block length greater than 1,200 feet does not promote excess speed on the street.
In achieving these measures, the commission may require the use of medians, larger lot dimensions, or other alternative solutions deemed appropriate by the commission as may be necessary to satisfy the intent of this section. Each application for an extended block length shall be considered on an individual case-by-case basis, and depending on the particular circumstances surrounding the property in question.
	
	

	Section VI. K. 4.  The proposed street right-of-way and pavement width shall comply with the requirement of the current design criteria.
	
	

	Section VI K. 5.  Temporary turnarounds are to be used where curb and gutter is not installed at the end of a street more than 400 feet long that will be extended in the future, and should be noted thus: “Crosshatched area in temporary easement for turnaround until street is extended (direction) in a recorded plat.”  
	
	

	 FORMCHECKBOX 
 Easements
	
	

	Section VII. A. Except where alleys are permitted for the purpose, the city shall require easements of at least ten feet for poles, wires, conduits, storm sewers, gas, water, and wastewater or other utility lines, along all rear lot lines, along side lot lines if necessary, or in the same or greater widths may be required along the lines of or across lots, where necessary for the extension of existing or planned utilities. All water and wastewater lines shall be located in the street rights-of-way unless agreed to and/or specified by the city. 
	
	

	Section VII. B. Where a subdivision is traversed by a watercourse, drainageway, bayou, channel, or stream, there shall be provided a stormwater easement or drainage right-of-way conforming substantially with the lines of such watercourses, and such further width or construction, or both, as will be adequate for the purpose. Parallel streets or parkways 
	
	

	Section VII. C. Easement boundaries must be tied by dimensions to all adjacent lot and tract corners. Where the private easement has no defined location or width, an effort shall be made to reach agreement on a defined easement. 
	
	

	Section VII. D. Prior to approval of the final construction plans by the city engineer, the subdivider of any subdivision plat wherein public streets or easements are shown crossing private easements or fee strips shall, by letter to the city, assume responsibility for seeing that any adjustments and protection of existing pipelines, electrical transmission lines, or other facilities shall be planned and provided for to the satisfaction of the holder of the private easements or fee strips and the city prior to the filing of the plat for record. 
	
	

	Section VII. E. Prior to filing the final plat for record, the following requirements shall be met: 
1. The developer or dedicator of any plat shall obtain from the holder of any private easement or fee strip within the plat, crossed by proposed streets or other pubic easements, an instrument granting to the public the use of said public streets or easements over and across said private easements or fee strips for construction, operation, and maintenance of those public facilities indicated. This instrument shall be delivered with the plat. 
2. The developer shall furnish the commission with a letter from the holder of the private easements or fee strips in question, stating that arrangements for any required adjustments on pipelines, electric transmission lines or other similar facilities have been made to the satisfaction of the holder of the easement. 
	
	

	Section VII. F. Sidewalk easements. If sidewalks cannot be placed wholly within the right-of-way and must be placed on private property, easements of the appropriate width shall be required. 
	
	

	 FORMCHECKBOX 
 Lot design requirements. 
	
	

	Section VIII. A. 1. The lot size, width, depth, shape and orientation, and the minimum building setback lines, shall be appropriate for the location of the subdivision and for the type of development and use contemplated.
	
	

	Section VIII. A. 2. Lot dimensions shall conform to the latest zoning ordinance.
	
	

	Section VIII. A. 3. Corner lots for residential use shall have extra width to permit required building setback from an orientation to both streets.
	
	

	Section VIII. A. 4. The subdividing of the land shall be such as to provide, by means of a public or private street, each lot with satisfactory access to, provided, however; such private streets shall comply with, and are privately maintained to, the requirements for public streets. 
	
	

	Section VIII. A. 5. Double-frontage and reverse-frontage lots should be avoided except where essential to provide separation of residential development from traffic arteries or to overcome specific disadvantages to topography and orientation. A planting screen easement of at least ten feet, and across which there shall be no right of access, shall be provided along the line of the lots abutting such traffic artery or other disadvantageous use.
	
	

	Section VIII. A. 6. Side lot lines shall be substantially at right angles or radial to street lines.
	
	

	Section VIII. A. 7. The square footage of each lot shall be labeled on the plat. This can be provided for in a table on the plat. 
	
	

	 FORMCHECKBOX 
 Building Setback Lines
	
	

	Section VIII. B. Building setback lines shall conform to the latest zoning ordinance.
	
	

	 FORMCHECKBOX 
 Pipeline and well setbacks 
	
	

	Section VIII. C. 1. No residential, commercial, or industrial structure other than structures necessary to operate the pipeline shall be erected or moved to a location nearer than 50 feet to any pipeline except low-pressure distribution system pipelines as defined in Chapter 26 of this code. Standard Plat Note #3 
	
	

	Section VIII. C. 2. No residential, commercial, or industrial structure shall be permitted to be built nearer than 150 feet from any active well or related facility other than structures necessary to operate the well or facility. Standard Plat Note #2
	
	

	 FORMCHECKBOX 
 Density
	
	

	Section VIII. D. No plat shall be approved for the subdivision of land unless such plat reflects and satisfies the minimum open space (density) requirements for the particular type of development proposed (i.e., single-family, commercial, industrial), as provided in the zoning regulations of the city. 
	
	

	Section IV. Parkland Dedication
	
	

	Landscaping (Appendix C Zoning Ordinance)

Section 8.I.f.(3) Tree survey required.    
(a)   A tree survey showing thereon the location of all living trees that have a caliper of 12 inches or greater, measured at a point 4 ½ feet above the natural ground level, shall be required for:
(i)   All proposed development on land located in districts zoned as  neighborhood commercial (NC), community shopping center (CSC), original business district (OBD), local neighborhood commercial  (LNC), office park district (OPD), light industrial (LI), industrial (I), 

agricultural (A-1), business park (BP), planned unit development – mixed use (PUD - Mixed Use), or multi-family residential, low density (MFR - L), multi-family residential, medium density (MFR – M), and multi-family residential, high density (MFR- H); 
(ii)   All proposed development on land for which a specific use permit is required by Sections 7.P. and 9.G; and

(iii)   For residential developments on land located in districts zoned as single-family residential (SFR), planned unit development –  cluster home (PUC - Cluster Home), or multi-family residential – garden home district (MFR - GHD); provided, however, the tree survey required by this subparagraph shall be required only for the common areas located within those developments, such as community parks, where residents of the developments would have common access.
(b)   If the property contains no trees fitting the description in subsection (a) of this section, no tree survey shall be required if a signed statement verifying that no such trees exist is filed with the community development office of the city (hereinafter "community development").
(c)   The developer or owner of the property to be developed shall sign the tree survey certifying that it is, to the best of their knowledge, true and correct.
(d)   The tree survey shall be submitted to community development concurrently with or as a part of the site plan, development permit, or plat. Community development shall be authorized to review the data onsite for verification. The tree survey shall be accepted by community development or community development shall provide a notice, in writing, of its reasons for any action other than an acceptance thereof. 
	
	

	Additional: 
	
	

	Standard Plat Notes: 

4. The City of Friendswood shall not be responsible for maintenance of private streets (driveways, sidewalks, and emergency access easements), waterlines, sanitary sewer lines, storm sewer facilities (detention ponds, drainage easements, outfalls and swales), recreational areas, reserves and other private facilities that are within private easements; the (insert NAME of the entity responsible: property owner or HOA) shall be responsible for these items.  The City of Friendswood shall be responsible for maintenance of public streets, sidewalks, street signs, waterlines, sanitary sewer lines, storm sewer facilities, drainage easements, outfalls and swales that are within the public right-of-way or within public and\or exclusive easements.  The maintenance of street lights shall be the responsibility of (insert either Texas New Mexico Power or CenterPoint Energy as applicable).

5. All utility companies have been contacted and the easements shown on the plat constitute all of the easements required by the utility companies for their operations. 

6. The finished floor elevations of all structures shall be located above the base flood elevation established by FEMA, and as prescribed in the Flood Damage Prevention Ordinance of the City of Friendswood, Texas.  

7. Any and all right of way islands located within the boundaries of this plat, even if not shown on the face of the plat, shall be maintained by the (insert NAME of the entity responsible be it property owner or HOA). 
8. All existing pipelines or pipeline easements through the subdivision have been shown OR There are no existing pipelines or pipeline easements within the limits of this subdivision. 

	
	

	Additional comments:
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